WISE BUYING OF WIRE FENCE 



TdTflJISE buying of anything consists in 
getting the best possible value for 
your money ' \ 
What a judicious buyer wants in wire 

fence can probably be expressed in six 

words thus : — good work, long life, good 

looks. 

A fence that works well, looks well ' 
and lives long is a good fence, and when 
you get a fence which combines the max- 
imum of these good qualities with the 
minimum of price for which such a fence 
can be made and honestly sold, you then 
have secured the best possible value for 
your money. 

Such a fence is not a mere possib- 
ility ; it is an actuality. It is rightly 
called The Peerless because it has no 
equal. 

We make it and this little book tells 
a lot about it. If there is anything more 
you want to know about It that you can't 
find here, ask our agent or write to us 
direct. 



THE BANWELL-HOXIE WIRE FENCE CO., LIMITED 
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A Personal Word from the President 



Mr. Prospective Buyer: 

Allow me, as President and Manager of our Company, to 
assure you that in buying ^TEERLESS " Woven Wire Fenc- 
ing you can feel certain of getting a square deal every time. 

I was born and raised on a Canadian farm and know 
what the Canadian farmer wants. 

And I am a pioneer in the Woven Wire Fence business 
in this country and am thoroughly posted on all the points a 
really satisfactory wire fence ought to have. 

There is no boasting in this; it is simply a matter of fact, 
and that is why I can say to you now, confidently and earnestly, 
that you can find no better fencing than the "PEERLESS." 

The constant aim of our Company is to make every buyer 
of our goods a satisfied and steady customer, and I pledge 
you my personal word that we can and will make good. 
HENRY BANWELL, President and Manager, 

The Banwell Hoxie Wire Fence Co., Limited. 
Winnipeg, Man. Hamilton, Ont. 



INTRODUCTION. 

E take this opportunity of thanking our customers for the continued patronage whicli 
has made our success possible. 
Commencing here in a small way five years ago, we think it is worthy of mention, that 
we should today be occupying, as we do, a position in the fence business second to none in 
Canada. 

We also wish to confidently assure our friends that they can rely on receiving even better 
service and better value at our hands in the future than we have given them in the past. 

Our motto is still the same: "The Best Fence and the Greatest Value." 

We are in a position to "make good." Our location, manufacturing and shipping facilities 
are, taken as a whole, perhaps superior to those of any other Company in Canada engaged in 
this business. 

Our machines for converting plain wire into Woven Wire Fencing are of the most im 
proved modern type and operated by electric power — two factors which enable us to turn out 
fencing at a minimum cost. 

We shall continue to give our customers the benefit of these advantages. 

Then, too, the management of our Company continues in the hands of old, experienced, 
fence men, men who have been associated with the manufacture, use, sale and construction 
of Woven Wire Fencing in Canada for many years. We know the Canadian farmer's needs in 
that line from A to Z, and are in a position to furnish him with a fence that will give him 
absolute satisfaction. 

We are determined that the word "PEERLESS," as applied to Woven Wire Fencing, 3hall 
stand, now and always, as a guarantee of quality and a square deal. 

THE BANWELL HOXIE WIRE FENCE CO., LIMITED. 



Part I. 



HEAVY WEIGHT FENCING. 

The various styles of the heavier weights of fencing which we make, and which are illus- 
trated on the following pages, have proven themselves, in thousands of cases, by the final 
test of experience, the very best of all wire fences. They are PEERLESS indeed. 

This unique superiority they owe chiefly to two essential factors in their manufacture: 

(1) To the material of which the entire fence, both uprighft and horizontal wires, is 
composed. 

We call this Hard Steel No. 9 Wire. A life time's experience in the business has proven 
this to be the best of all. It is tough enough to stand hard usage and at the same time, it has 
spring and elascticity enough to provide amply for contraction and expansion. 

(2) To the PEERLESS LOCK, which is the greatest wire fence tie ever invented. 
This tie not only holds the wire securely, but does so without injuring them. 
(For medium weight fencing, see pages 25, etc.) 



[4] 
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No. 951 — All No. 9 Hard Steel Wire. See description page 18. 



Our Motto: — "The Best Fence and the Greatest Value." 



No. 4330. (See page 5.) 
A strong cheap woven fence. Has a large sale in the Northwest. 

No. 5380. (See page 6.) 
ALL HARD STEEL WIRE No. 9. 

This style is designed for use in turning large animals where a cheap and durable -fence 
is required. It is usually placed 12 to 15 inches from the ground. Stays 22 inches apart. 

Price 

No. 6390. (See page 7.) 
ALL HARD STEEL WIRE No. 9. 

Designed to be used with a single strand of wire stretched above it. It may be placed 
only a few inches from the ground, or higher from the ground but without the wire on top. 
Stays 22 inches apart. Price 

No. 7400. (See page 8.) 
ALL HARD STEEL WIRE No. 9. 
This style also makes a good general purpose fence, with a single strand stretched above 
it if a higher fence is desired. Stays 22 inches apart. Price 

No. 7480. (See page 9.) 
ALL HARD STEEL WIRE No. 9. 

This style is a standard with some of the leading railroads, and is suitable for turning all 
but small animals. Stays 22 inches apart. Price 

[17] 



Our Motto: — "The Best Fence and the Greatest Value.' 



No. 841. (See page 10.) 

ALL HARD STEEL WIRE No. 9. 

Stays 16y2 inches apart. Makes a good general purpose fence, being close enough at the 
bottom to turn small animals. With a single strand of wire stretched above, it is high enough 
for any purpose. 

No. 8410 — Same as above, except that the stays are 22 in. apart. 

Price 841 

No. 847. (See page 11.) do 8410 

ALL HARD STEEL WIRE No. 9. 

Stays 16^ in. apart. Used quite generally in some sections of the country for general 
farm fencing. 

No. 8470 — Same as above except that the stays are 22 in. apart. 

Price 847 

No. 951 (See page 12.) do 8470 

ALL HARD STEEL WIRE No. 9. 

Stays IQVz in. apart. Very popular as an all round general purpose fence. 
No. 9510 — Same as above except that the stays are 22 in. apart. 

Price 951 
do 9510 

[18] 



Our Motto: — "The Best Fence and the Greatest Value." 



No. 1050. (See page 13.) 

ALL HARD STEEL WIRE No. 9. 

Stays IQV2 in. apart. The best to use were a strong, close bottomed fence is needed. 
No. 10500 — Same as above except that the stays are 22 in. apart. 

Price 1050 

No. 1054. (See page 14.) do 10500 

ALL HARD STEEL WIRE No. 9. 

Stays 161/^ in. apart. Good style for a line fence, where a high one is needed. 
No. 1054 — Same as above except that the stays are 22 in. apart. 

Price 1054 

No. 1158. (See page 15.) do 10540 

ALL HARD STEEL WIRE No. 9. 

Stays 16 14 in. apart. High enough, strong enough, close enough for almost any purpose. 

Price 1158 

No. 949. (See page 16.) 

Stays 16^^ in. apart. This style is suitable for use where there is any inducement for 
dehorned or other animals to push their heads through the fence. 

Price 949 

Rolls 20, 30 or 40 Rods each. 
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DIRECTIONS FOR ERECTING "PEERLESS" FENCING. 




Cut No. 1. 

should be 5 X 5 square timber, or its equivalent, 11 to 12 feet long 
be about right for the wire brace. 
[20] 



No matter what wire 
fence you buy you will not 
get the best results unless 
the end posts are properly 
set and braced and the 
fence properly stretched. 

If the directions given on 
this page are carefully ob- 
served, satisfactory results 
will be attained. See cut 1. 

Select a large post, spik- 
ing cross pieces on at the 
bottom, fill in until level 
with the cross pieces, place 
short boards across on top 
of these the width of the 
hole. Pill in with earth or 
stone, well pounded down. 
The brace post should also 
be a good large one, well 
set, and backed with a 
large stone or piece of 
wood. The wooden brace 
Four strands of No. 9 wire 



In starting to stretch, attach roll of fence to end post. Staple stay wire to the end post 
and perfectly plumb, wrapping the ends of the horizontal wires around the post and fastening 
them to the same wire again. Roll the fence along the line, with the bottom next or toward 
the posts, leaving as little slack as possible. 

Stretching : At- 
tach stretcher to 
opposite end post, 
as shown in cut 
2. Securely bolt 
clamp bar to the 
Web just back of 
and plumb with a 
stay wire. Be sure 
stretcher chain is 
not twisted. Be- 
fore exerting 
Cut No. 2. much tension, see 

that the fence is clear of all obstruction. If the land surface is uneven, drive enough staples 
(not tight) on hills and hollows to hold the fence in position. Draw fence tight (here is where 
most people make a mistake). Don't be afraid of breaking the stretcher. Use a long, strong 
lever. When through with large stretcher, fasten the ends of the horizontal wires around the 
end post, pulling each one tight with a single wire stretcher or a good claw hammer. Fasten 
the ends of the wires to the horizontal wires in the same manner as described for other end 
posts, otherwise there will be a tendency to turn the post. 
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FOR SPLICING TWO ROLLS OF FENCE. (See cuts A. B. and C. 

Bring end stays of each roll together, crossing the horizontal wires and 
wrapping them around the horizontal wire on opposite side of stays. (See 
cut D) showing form of splice that will not pull out. This plan ensures the 
even length and tension of each wire. It is best to use large size rolls, where 
practical to do so,,' and avoid splicing. 




ABC 



Part II. 



MEDIUM WEIGHT FENCING. 

There is some call for a medium weight fence, and to supply the demand we are making 
fencing suitable for that purpose. We do not class it as equal to our All No. 9 PEERLESS 
fence, but we can conscientiously recommend it as admirably adapted to the purpose for 
which it is designed. It will be found at least equal to any fence of like weight, and superior 
to most other makes. 

One of the reasons why our product is superior to other makes, especially when made 
from a smaller gauged wire is this:— OUR MACHINES DO NOT DAMAGE THE WIRE AS 
SOME FENCE WEAVING MACHINES DO. 

In this medium weight fencing we also exercise the same great care in securing the very 
best material obtainable, the wire being of high grade quality and evenly covered with a good 
coat of zinc spelter, commonly known as galvanizing. 
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No. 726,— See description page 35 



Our Motto: — ''The Best Fence and the Greatest Value." 



No. 950. (See page 26.) 

Stays 15 to the rod. Top and bottom wires of No. 9, intermediate wires No. 12. A very 
good and cheap general purpose fence. 

Price 

No. 1150. (See page 27.) 

Stays 15 to the rod, top and bottom wires of No. 9, intermediate wires of No. 12. Close 
spaced; suitable for turning small animals as well as large ones. 

Price 

No. 1449. (See page 28.) 
Stays 15 to the rod. Top and bottom wires of No. 9, intermediate wires No. 12. The 
closest style we make (excepting our Peerless Junior Poultry Fencing), and is suitable for 
yard or garden fence for turning poultry. 

Price 

No. 742. (See page 29.) 

Stays 15 to te rod. If it is desired to turn only large animals, this fence may be placed a 
little way up from the ground. 

Price 

No. 640. (See page 30.) 

Stays 15 to the rod. If it is desired to turn mals, place this fence 8 or 10 inches from the 
ground or stretch a single strand above it. 



Our Motto: — "The Best Fence and the Greatest Value." 



No. 936. (See page 31.) 

Stays 15 to the rod. This style makes a good hog fence or a good field fence with a 
couple of single strands of wire stretched above it. 

Price 

No. 930. (See page 32.) 

Stays 15 to the rod. Top and bottom wires of No. 9, intermediate wires of No. 12. This 
is a hog fence and can be easily rolled up and moved from place to place. It is often used for 
the bottom of a field fence, with single wires stretched above. 

No. 9301 — Same as above, except that there are 24 stays to the rod. 

Price 930 
do 9301 

No. 726. (See page 33.) 

Stays 15 to the rod. Top and bottom wires of No. 9, intermediate wires of No. 12. A 
cheaper hog fence than No. 930, but may answer much the same purpose. 
No. 7261 — Same as above, except that there are 24 stays to the rod. 

Price 726 

Rolls 20, 30 or 40 Rods each. do 7261 
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EXERCISE CARE IN ORDERING. 



HOW THE PEERLESS FENCES ARE NUMBERED. 

The different styles are indicated by numbers as follows: — 

The first, or the first and second figures, as the case may be, state the number of horizon- 
tal wires. The next two figures indicate the height of the fence in inches, for example. No. 841 
(see page 10), means eight bars, forty-one inches high and with stays 16i^ inches apart. With 
an "0" added. No. 8410 for example (see page 17), means eight bars, forty-one inches high, 
and with stays 22 inches apart. 

It will be noticed that our lighter styles (with the exception of two styles of hog fence) 
are all made with 15 stays to the rod, unless ordered otherwise. When specially ordered, we 
can make any style, light or heavy, with stays 814, inches apart. 

HOW TO ORDER— NOTE THIS WELL. 

In ordering use a separate piece of paper, or better yet our order forms. Take great care 
to put down the correct style, number of the fence wanted. Always write plainly, giving 
your post office address, the name of the railway and the name of the station that you 
wish the order shipped to. Be sure to sign your name. 1 

Unless otherwise specified we will ship 40-rod rolls. 
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STRUCTURAL FEATURES. 



The regular styles of the "PEERLESS" are made from the best No. 9 hard steel fence 
wire (both stay and horizontal wires.) This wire is well galvanized, making it weather 
proof and capable of withstanding acid tests, such as usually prescribed by railway purchas- 
ing departments when purchasing wire fencing. 

The horizontal wires have this formation 



which renders the fabric elastic and springy, allows the fence automatically to take care of all 
expansion and contraction, and enables it to remain perfectly tight during extreme changes of 
temperature, as well as to withstand shocks from unruly animals or other causes. The " PEER- 
LESS" has a snappy life-like way of getting back into position when imposed upon that in- 
spires respect. 

The "PEERLESS" lock or tie, at each intersection of the cross bars (a vital point in any 
wire fence), is a feature to which we call your attention. We give two views of the lock on 
the following page — study them carefully. 
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STRUCTURAL FEATURES. (Continued.) 

The front view shows you that there is plenty of 
chance for the fence to adjust itself to any surface, 
while the stays remain upright. 

The side view of the lock shows how it holds the in- 
tersecting wires in a firm grip that is non-slippable, y^t 
without damage to the wires. 

The "PEERLESS" belongs to the kind known as the 
stiff stay type, the stay being made of one continuous 
piece of heavy hard steel wire. A fence lacking in this 
Front View. very essential feature cannot long retain its appearance, 

nor give the best service. You cannot find a fence any- 
where, which combines more good features than the ''PEERLESS.'* 





Side View. 



"PEERLESS" comes to you in the roll ready to stretch up as soon as the posts are ready 
to receive it. "PEERLESS" is built to stand any test; is easiiy put up and stays put. Believe 
us when we say that we guarantee the "PEERLESS" to 'give entire satisfaction. X 

[38] 



Part III. 



PEERLESS FARM AND WALK GATES. 

We are continually improving our gates and increasing our output each succeeding sea- 
son We have added a number of improvements to our Gate Making Department, one 
of which is the welding of our gate frames by electricity, making the frame one solid piece, 
very strong and rigid. Our Patent Braced Railway Gate is also one of our new features. 
See page 43. PEERLESS Gates are in every way fit companions for our PEERLESS Fences. 

As with one so with the other— Honest and true; good through and through-describes 
them* 

Strength, durability, effectiveness and handsome appearance are characteristic of them all. 
They look well, act well and last long. 



[89] 



PEERLESS FARM GATES. 




Frames are 1% inch steel tube, upright braces % inch steel tubing, diagonal brace and 
horizontal wires No. 9 wire of the same high quality as that used in Peerless fencing. Stay 
wires are No. 12 and diagonals No. 13. 

The latch is self-acting from either side and the hinges adjustable. We furnish these 
gates with or without scroll top. 
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No. 1. 

This shows our waiK or gaiden gate 
closely woven with scroll top. We do not 
furnish scroll tops with any gates unless 
specially ordered. See price list on page 44. 



No. 2. 

This ornamental gate is made in a few 
standard sizes only. The scroll work and 
frame above the bar is finished with alum- 
inum paint. See price list on page 44. 




No. 3. No. 4. 

Walk or garden gate with scroll top. Walk or garden gate, plain but very ser- 

See price list on page 44. viceable. See price list on page 44. 




RAILWAY GATE. 

This Gate is designed for use on railways or any place where an extra long gate is re- 
quired. The pipe brace adds greatly to the strength, appearance and rigidity of the gate, 
and we would recommend the use of it in all gates over thirteen feet long. 




_>sts shoulc 
)lus 2^ cents. 




^et apart. 



Length includes hinges nnd latch, being the ex£^fc distance- 
Sizes not listed take the same list as the nearest larger size^ 
When ordering, give height in inches, length in feet. > 
Scroll top gates less than 6 feet long, 75 cents above same „ „ 
Scroll top gates, 6 feet and over, $2.00 above same size plain 
Extra closely woven gates less than 6 feet long, 15 cents extra. 
Extra closely woven gates, 6 feet long and over. 25 cents extra. 
Fancy gates with scroll top and interior scroll, aluminum finish, 3i ft. x 36 inches 3 ft 
inches, 3i ft. x 42 inches, 3 ft. x 48 inches, 3^ ft. x 48 inches, $5.00 each. 
Pipe braced gates, as shown on page 43, add one-fifth to above list. 
^ Double gates supplied at same price as two single gates. Discount to dealers 
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PEERLESS POINTS 

It is POINTS THAT COUNT in the 
game and The Peerless has more good 
points in its favor than any other make 
of Woven Wire Fencing. Count 'em. 

1. STRENGTH— all made of Heavy 
Hard No. 9 Wire. 

2. ELASTICITY— the horizontal 
wires have a spring in every foot. 

3. DURABILITY— well galvanized 
and therefore weather-proof and acid- 
proof ' .• . * . 

4— ADJUSTABILITY— easily ad- 
justable to any surface because of a 
unique lock or tie which is peculiar to 
this fence. 

5. RELIABILITY— always the 
same ; always dependable. 

6. QUICKLY and EASILY PUT UP. 

7. UNSURPASSED VALUE AS TO 
PRICE. V\#: 

THE BANWELL HOXIE WIRE FENCE CO., LIMITED 
HAMILTON. ONT. WINNIPEG, MAN. 
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